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REV. DESCRIPTION DATE DRAWN
A New 03.05.2017 Ronny
o B general update 10.09.2018 RH
A / N ‘ C | general update 23.01.2019 Ronny
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Plating
B 95 = Tin/Gold flash
9L5 = Tin/ 3u" Gold
el 385 |~ 96 = Tin/10u" Gold
c ‘ : ‘ ‘ 97 = Tin/15u" Gold
_ b | 98 = Tin/30u" Gold
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Contacts A B C D E
13.65 012 1270 | 937 6,35 8,37 10,77
D 016 1524 | 11,91 | 889 1091 | 1331
026 2159 | 1826 | 1524 | 1726 | 19,66
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- ‘ I n |7 [iz=e0pn[o12] 040 30,48 | 27,15 | 2413 | 26,15 | 2855
DUUUUdUogQod 1 = t 50 Pin[0.15 050 36,83 | 3350 | 3048 | 3250 | 34,90
E —l |—1_00¢0.03 Q1.50¢0.05—l l— 0.750.15 —l 1.50£0.05
E 7.20
— 0.30 E:o0.03 0.30
2.21| C |
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-1 Contact: Phosphor Bronze
SEENREEEEER { Plating: Tin on solder, Gold on contact area
- e " ] Insulator: LCP (black) UL 94V-0
550 " 2x01.60000 260 7.60 Specifications
EEEEEEEEEE f Electrical Operating temperature: -55°C to +125°C
G _L Current rating: 0.5 ~ 1.0A Processing temperature: +260°C +0/-5°C
Recommended PCB Layout Top View 'g;’lzg??ers‘?:t'ztnacnsez:;rg%oﬂ\gg min. for 5 seconds
(Tolerance +0.05) ’ " : : . . .
|| Withstanding voltage: 500V Packing: Reel with PickUp Cap
E-tec 2018 © - all rights reserved
R UNIT GENERALTOLERANCE _ [DRAWN _  [DATE 17 |PWG-NO- [SHEET /1] Multi BUS/Backplane Connector
X.° * X £ .
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é © =[x XXX £ Hogi 23012019 | MBC-xxx-BFV136-xx/11E compatible to ERNI INTERact® Series SMC Type
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